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The OPTI 599 is a high-performance crosscut saw
which can increase your productivity up to 30%
compared to traditional ones.Designedto be used
in lines with high production capacity,it has a feed
drive through helical toothed rollers in hardened
steel combined with two powerful Brushlessmotors that ensure a feed speedof 260 meters / 1 ' .
Cutting takes place by means of a pneumatic movement or connecting rods controlled by a Brushlessmotor with a cutting time of 0.15 seconds.
The wastes are ejected from the rear side of the
machine during the cutting stage and the different
sizes are separated on the sorting belt at exit by
means of lateral ejectors.

T E C H N I C A L D ATA

OPTI 599

Blade diameter

mm.

450/550

Motor power

kw.

5,5/7,5

Feed speed

mt./1'

300

Cutting capacity

mm.

45×200 (ø450)
80×240 (ø550)

The sizes of the boards and the defects marked
with fluorescent chalk are detected by a separate
reading station or in automatic thanks to the
MERLIN Q scanner.The high-speed scanner
controls every side of the board and reads its
characteristics and defects so accurately that no
operator can guarantee the same. The processed
data are sent directly to the crosscut saw to
make the cut.

The MERLINQ scanner accurately detects all
the characteristics of the boards, qualities, defects and dimensions, the software processes
them and sendsthe results to the crosscut saws
for the cutting operation.
The laser sensors and cameras of the MERLIN
Q scanner recognize knots, bevels, pockets
with resin, veins, shades of red or blue, bark.
The software analyzes the size of defects and
their location and calculatestheir compatibility
with subsequent processing, analyzes the grain
and colors of the surfacesto establish their qualities. The processed data provides an optimized cutting list with fixed measures, measures
for finger joints or boards to be re-edged.

High productivity system with MERLIN Q scanner and
two OPTI 599 crosscut saws.

OPTI 599 with reading station for the detection of defects and qualities
marked with fluorescent chalk.

Unit 1/31 Kenworth Pl, Brendale QLD Austraila 4500
Ph: 1800 077 862 / e-mail: enquiries@stirlingmacinery.com
S T I R L I N G M A C H I N E R Y. C O M

